Type C & CKO Junction Boxes

The 1100 C & CKO boxes are
used as junction boxes, switch
boxes, underground boxes or
general service boxes.

Boxes and covers are made from
16 GA or 14 GA steel. Four inter-
nal mounting holes are provided,
except when dimensions D and E
are not specified. A bonding

screw and attachments are also
provided. Type CKO boxes have
concentric knockouts on all four
sides. Boxes smaller than 303012
have a single door which is
secured with formed steel hinges
and a padlockable hatch. Larger
boxes have double doors mount-
ed on lift-off hinges and are

closed with Eurobex's flush latch
and a padlockable catch.
Enclosures are finished with heat
fused polyester powder, electro-
statically applied on a phospha-
tized base. Box is ANSI/ASA 61
grey (other colors available).
CSA Certified / UL Listed *
NEMA 1/ IP20
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*1100 CKO121206
*1100 CKO161606
*1100 CKO181206
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3-4-5-6-7
2-3-4-5-6-7-8
1-2-3-4-5-6-7-8-9

LBS.
3-4-5-6-7 22

2-3-4-5-6-7-8 39

3-4-5-6-7 26

1-2-3-4-5-6-7-8-9 1-2-3-4-5-6-7-8-9 45
1-2-3-4-5-6-7-8-9 1-2-3-4-5-6-7-8-9 48
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3-4-5-6-7 39

1-2-3-4-5-6-7-8-9 1-2-3-4-5-6-7-8-9 65
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*1100 C121206
*1100 C161606
*1100 C181206
*1100 C181806
*1100 C202006
*1100 C241206
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*1100 C202010
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UL Listed
where noted *

1100 C303012 30 30
1100 C363612 36 36
1100 C484812 48 48

Suggested
Accessories
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Quick
Features :
» Padlock
hatch
Door
opens
over 180°
Door
removed
easily
Knockout
provided
Powder
coating

Visit
WWW.
eurobex
.com
for details.

Call us
toll free
1-800-363-
2423

Data subject to
change without
notice.
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